




Compact high performance active GPS antenna
Navman’s ANT06A antenna offers the ultimate in installation flexibility and performance in a 
cost effective and aesthetically pleasing package. The ANT06A is rated to IPx6 and features a 
sturdy waterproof aluminium housing with magnetic base. The ANT06A is configured to provide 
optimum tracking performance when integrated with suitable Jupiter series products. Providing 
a complete GPS antenna solution, the ANT06A eliminates the risk of issues arising from incor-
rect antenna matching.

• Medium gain, 18 dB, RHCP, impedance matched, low VSWR active antenna
• Rugged aluminium housing which is waterproof to IPx6
• Magnetic base for ease of attachment
• Suitable for use with Jupiter 20, 21, 30 and 32
• Cable: RG174, length: 5 m (approx.), connector: SMA Plug (male)
• DC Voltage: 2.7V to 6.0V, DC Current: 3.5 ±2mA

Smart GPS Sensor series: 
fully integrated GPS antenna and receiver
GPS3260/GPS3261
Navman’s Smart GPS Sensor is a fully integrated GPS antenna and high performance receiver. 
The GPS3260 series includes a 20-channel ultra-high sensitivity receiver based on SiRFstar III 
technology, providing the fastest TTFF (Time to First Fix) possible in challenging environments 
such as urban canyons or dense foliage, and in all weather conditions. 
The Smart GPS Sensor is waterproof (IPX7), includes a LED that indicates GPS fix, and a mag-
netic mount base. The fixed cable with either RJ11 or USB connector provides ideal flexibility. 
Supporting SiRFLoc, advanced power management modes, SBAS and a variety of user selectable 
Datums the GPS3260 Series provides the perfect plug and play GPS solution for automotive, 
marine, scientific, industrial, commercial, leisure and battery powered applications requiring 
ultimate navigation.

• Ultra-high sensitivity, 20-channel smart sensor 
• User selectable SBAS (WAAS, EGNOS, MSAS) 
• Built-in micro battery to reserve system data for rapid satellite acquisition 
• LED indicator for GPS fix 
• 3m cable with RJ11 or 2m cable with USB connector 
• Selectable baud rates, default 9600 baud
• Waterproof to IPX7 

Jupiter 30 GPS Receiver Module
Navman’s Jupiter 30 GPS receiver module has been designed for low power consumption in redu-
ced signal areas at a very competitive price.  Jupiter 30 acquires GPS position faster under low 
signal conditions than other available GPS engines. Tracking continues in areas of dense foliage 
or built-up inner city environments and even indoors down to –159 dBm. Using the new and 
highly integrated GSC3e/LP from SiRF the Jupiter 30 offers faster GPS acquisition, a wider ope-
rating voltage range and greater noise rejection capability than leading competitor’s products 
using a similar architecture.

• Ultra-high sensitivity, with faster times to fix under all conditions  
• Low power SiRFStarIII technology 
• 200000 effective correlators allows for improved indoor fixes and tracking capability  
• SiRFLoc and SiRFInstantFix multi-mode GPS support for improved fix availability 
• 0.5 PPM TCXO for optimal performance 
• User selectable SBAS (WAAS, EGNOS and MSAS) support
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