


Enclosures &  
Components Backplanes System  

Platforms Cabinets Switches, 
Knobs & LEDs

Basic Type THT

  Coding/output	 2-bit quadrature

  Resolution	 16 detent s /8 pulses per revolution (PPR)

  Housing material	 Zinc diecast, nickel plated

  Shaft	 Aluminum, D-shape

  Switching torque	 1.5 Ncm (consistent over life)

  Rotational life	 1,00 0,000 revolutions

  Push button actuation force	 6 N

  Contact material	 AuCo (hard gold)

  Operating temperature range	 – 40 to + 8 5 °C

  Humidity (non-condensing)	 93 % RH max.

  IP sealing	 IP60

  Vibration	 29 G rms  max. ( 100 to 1000 Hz)

  Shock	 100 G max.

  Shaft strength	 100 N max. push/pull, 50 Ncm max. bending

  Packaging	 Tray ( 10 or 50 pcs./unit)

Key Specifications

Standard Product Variety

 �Vertical or horizontal mounting

 �THT or SMT reflow (vacuum pick & place)

 �Threaded or non-threaded bushing

 �3 or 6 N push button force or w/o push button

 �32/1 6, 32/8, 16/1 6 or 16/8 detents/PPR

 �0.5, 1.5, 2.0 or 2.5 Ncm or no detents

 �IP60 or IP68 front panel sealing

 �Shaft mounted, separated or without shaft

 �Various standard shafts available

 �Tray or tape & reel packaging

Possible Customization

 �Shaft dimensions and shape

 �Switching torque and push button force

 �Indexing resolution and PPR

 �Others

THT Vertical

Drawings

THT Horizontal

SMT Vertical

 Push Button	 IP Sealing	 Resolution	 Torque	 THT Vertical	 SMT Vertical

				    (Threaded bushing 1 )	 (Non-threaded bushing)

 6 N	 IP60	 32 detents ( 16 PPR)	 2.0 Ncm	 E33-VT610-M01T	 E33-SN610-M01T

		  16 detents (8 PPR)	 2.5 Ncm	 E33-VT630-M01T	 E33-SN630-M01T

	 IP68 2	 32 detents ( 16 PPR)	 2.0 Ncm	 E33-VT612-M01T	 E33-SN612-M01T

	 (shaft & front panel) 	 16 detents (8 PPR)	 2.5 Ncm	 E33-VT632-M01T	 E33-SN632-M01T

 No	 IP60	 32 detents ( 16 PPR)	 2.0 Ncm	 E33-VT010-M01T	 E33-SN010-M01T

		  16 detents (8 PPR)	 2.5 Ncm	 E33-VT030-M01T	 E33-SN030-M01T

	 IP68 2	 32 detents ( 16 PPR)	 2.0 Ncm	 E33-VT012-M01T	 E33-SN012-M01T

	 (shaft & front panel) 	 16 detents (8 PPR)	 2.5 Ncm	 E33-VT032-M01T	 E33-SN032-M01T

Preference Types Selection

1 Nut supplied        2 Non-threaded bushing: gasket provides IP65        � For other product types, options or information requests, please see data sheet.
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