






Industrial Communication Computer 

Industrial 

PoE Switch

IP67/68 

Ethernet Switch

Rackmount 

Managed 

Switch

Gigabit Switch

Redundant 

Switch

Entry-Level 

Switch

Networking 

Computer

Communication 

Computer

Ethernet 

I/O Server

Serial Device 

Server

Media 

Converter

Multiport 

Serial Card

SFP Module

Din Rail 

Power Supply

www.korenix.com

Additional applications on CF card: CF card capacity is 2G

    Add-on Webmin modules & JavaVM

    Advanced Linux configuration

802.11g wireless dongle

3.5G wireless card

    CM37M9x4-60 4-port male DB37 to male DB9 connection cable, 60cm

    CM37M25x4-60 4-port male DB37 to male DB25 connection cable, 60cm

3.5G wireless card

JetBox 9432-w Intel IXP435 667MHz, 12~48V DC, 128MB DDR2 RAM, -40~80oC 

Includes:

    JetBox 9432-w x1

    Console cable x1

    Attached 2-pin power terminal block

    Attached 5-pin DIO terminal block x2

    Attached blanket to cover SD card slot

    Attached nameplate to cover CF card slot

    Quick installation guide

    Documentation and software CD-ROM

Ordering Information

Optional Accessories


