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Environtmental
Operating temperature -55 ... + 85°C
Climatic category (IEC) 55 / 85 / 21
Solderability 235°C, 5s
Resistance to soldering heat 280°C, 10s

Materials
Contact barrel and piston Machined brass, Gold plated  

0.5 μm over 2.5 μm Ni
Spring Spring steel wire EN10270-1
Insulator Glass filled polyester PCT-GF30-Fr, 

self-extinguishing UL94V-0,  
colour black

Mechanical Characteristics
Max. stroke 1 mm
Forces 0.2 N initial, 0.7 N at ½ stroke
Mechanical life Min. 50'000 cycles
Coplanarity SMD terminations Max. 0.1 mm

Electrical Characteristics
Operating voltage 100 VRMS / 150 VDC

Continuous operating current Max. 1 A per terminal
Contact resistance Max. 10 mΩ 

(static measurement, 
half-way position)

Insulation resistance Min. 10'000 MΩ 
(after climatic tests)

Dielectric strength 500 VRMS 
Air and creepage distances 0.50 mm
Capacitance 1 pF max.
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Order Code Numbers
Part number: 9PM-SS-0003-02-248

Packaging Information
T&R packaging:  2'400 pcs / reel 12'000 pcs /box

AVAILABILITY
On request, MOQ 1 reel 2'400 pcs

Reference
point

Connector 9PM-SS-0003-02-248 

PCB Layout

Tape Specification


